
 
 
 
 
                                                                                                                                                       
 
 
 
 
 

DoP – DECLARATION of PERFORMANCES  
Règlement de Produits de la Construction nº305/2011 

nº 2008/11/2014 
 
 

1.  ln-situ formed dispensed rigid polyurethane foam  
 

Unique identification code of the  system (PU)   
 

product-type:  ATK FOAM D8 PU CCC1-CT3-4 (20)-MU4,6  
 

      

     
 

2.  
ThIB - Thermal insulation of buildings 

 
 

Intended use/es:   
 

    
 

    

   
 

3.  ATERKI TALDEA, S.L.  
 

Manufacturer:  Telleriarte ,16   20130 Guipuzcoa •  
 

  Spain   
 

  t +34 943 730 699   
 

  info@aterki.com   
 

      

     
  

4. 
Not relevant. 

Authorized representative: 
 

5. 
System AVCP 3 for the rest of essential characteristics. 

System/s of AVCP: 

 
6a. 
 
Harmonized standard: 
Notified body/ies: 

 
EN 14315-1 and 2:2013 

 
The CSTB laboratory test(France) performed the test 
reports ATEx and the Emission Regulation of VOC 
 
the CODEM laboratory, performed the 
determination of thermal resistance test, and the 
water vapor transmission 

 
6b. 
European Assessment Document: 
European Technical Assessment: Not relevant.  
Technical Assessment Body:  
Notified body/ies: 
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7. Declared performance/s:  

          
 

 

Essential characteristics 

  

Performance 

 

Harmonized technical 
  

 

      
 

    specification   
 

         
 

           

          
 

 

Fire reaction 

 

Euroclass E 

    
 

    EN 13501-1:2007   
 

          

          
 

 

Water absorption (short term by 

 

Wp ≤ 13,8 kg/m2 

     
 

       
 

 partial immersion)        
 

          
 

 

Thermal resistance (conductivity 

 

0,038 W/(m.K) 

  

EN 12667:2002 

  
 

      
 

 

λ90/90) 
     

 

        
 

          
 

       
 

 Water vapor permeability  Water   vapor resistance  EN 12086   
 

    factor: µ=4,6      
 

          
 

       
 

 Compressive strength  No performance declared  EN 826   
 

    (NPD)      
 

         
 

 

Durability of reaction to fire 

       
 

        
 

 against  

No changes after 
aging   EN 14315·1:2013   

 

 ageing/degradation        
 

       

          
 

 

Verification of the composite 

    
 

  Satisfaction a § 4.3.7 of the  NF EN ISO 16000-3/6/9/11   
 

 emissions’ absence CMR 1 o 2  norm > YES      
 

          
 

 

Regulatory labeling 

      
 

  Emission class: A   NF EN ISO 16000-3/6/-9/11   
 

           

         
 

 

¹ B-s1,d0, with plasterboard 
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8 .Specific additional characteristics  

CHARACTERISTICS  UNIT   NORM  VALUES 
 

       5-7  
 

 Rise time  s       
 

          
 

 Cream time  s     3-4 [CT3-4(20) 
 

       8(+2/-1)  
 

 Density at 25°C  kg/m3  EN 14815    
 

          
 

    1) ISO 4590  CCC1 
 

1) Closed cell rate         
 

2) Open cell rate         
 

    2) ASTM D2856 95%  
 

Water vapor resistance 200  
SD 

 
EN 12086 

 
0,93 

 
 

 
mm thickness 

    
 

         
 

Mobil combustion heat 4  MJ/m2/mm  EN ISO 1716  0,22  
 

   thickness       
 

Soundproofing 195 mm +       Rw = 40  
 

plasterboard thickness  dB  EN 10140-2    
 

 1x13mm         
 

Soundproofing 195 mm +       Rw = 44  
 

plasterboard thickness  dB  EN 10140-2    
 

 2x13mm         
 

 COV emissions  A+ to C  EN ISO 16000  Class A  
 

          
 

Others emissions  < 1µg/m3  EN ISO 16000  Satisfaction>YES  
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Upholstery: None or open to diffusion 

 
 

Thickness 
 Declared aged thermal conductivity; Thermal resistance level  

 

 

 (W/m·K) R=(m2 ·K/W)  

 

  
 

 50 MM  0,038 1,28  
 

    
 

 55 MM  0,038 1,45  
 

     

 60 MM  0,038 1,58  
 

     

 65 MM  0,038 1,71  
 

     

 70 MM  0,038 1,84  
 

     

 75 MM  0,038 1,97  
 

     

 80 MM  0,038 2,10  
 

     

 85 MM  0,038 2,24  
 

     

 90 MM  0,038 2,37  
 

     

 95 MM  0,038 2,50  
 

     

 100 MM  0,038 2,63  
 

     

 105 MM  0,038 2,76  
 

     

 110 MM  0,038 2,89  
 

     

 115 MM  0,038 3,03  
 

     

 120 MM  0,038 3,16  
 

     

 125 MM  0,038 3,29  
 

     

 130 MM  0,038 3,42  
 

     

 135 MM  0,038 3,55  
 

     

 140 MM  0,038 3,68  
 

     

      
 

 
 
 
 
 

 

8. Adequate technical documentation or specific technical documentation: 
 

 
ATEx Type A nº 2038 

 
 
 
 
 

 
The performance given for this product or system, are agreed with the declared performance. 
This declaration of performance is issued under the responsibility of the manufacturer listed. 

 

 
        ATERKI TALDEA S.L. 

 
Antton Garmendia ·administrator  
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